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LOAD CAPACITY
2200 lb / 1000 kg
SHIPPING WEIGHT
1465 lb / 665 kg

100 in
2540 mm

45 in
1138 mm

66 in
1676 mm

39 in
985 mm

137 in
3470 mm293 in
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3965 mm
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2620 mm
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1803 mm

190 in
4830 mm

101 in
2565 mm

TRANSPORT TRAILER

Width
Lenght
Height 
Shipping weight
Axles
GAWR each axle
Suspension type
GVWR 
Payload
Ball type
Connector
Tire type
Tire inflation cold
Rim
Brakes type
Steel type
Certification

101 in (2565 cm)
280 in (7112 mm)
53.5 in (1352 mm)
1800 lb (814 kg)
2
5000 lb (2268 kg)
Tandem
9900 lb (4491 kg)
8275 lb (3753 kg)
Ball type 2-5/16” or Pintle eye
7 pins
ST 225/75 R15
65 PSI (448 kPa)
15 x 6 J
Electric
Aluminium
Transport Canada
DOT

AMBHIBIOUS TRAILER *

Interior width
Total width
Interior lenght
Total lenght
Height 
Shipping weight
Axles
GVWR 
Payload
Ball type
Connector
Tire type

Tire inflation cold
Rim
Brakes type
Steel type

* for Off-road use only 

45 in (1138 mm)
100 in (2540 mm)
99 in (2516 mm)
137 in (3470 mm)
66 in (1676 mm)
1465 lb (665 kg)
1
3665 lb (1665 kg)
2200 lb (1000 kg)
Pintle eye
4 pins
FAT TRUCK LGP 
1640 X 640 X 610
4.5 PSI (31 kPa)
24’’
N/A
Steel & Aluminum
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